
Designed and Manufactured in England, the LED high bay has been specifially 
designed to meet the needs of warehousing and large manufacturing facilities with 
mounting positions of 8m and above. 

Available in any output from 100 - 300w and using secondary optics fited directly 
over the LED’s, the light output is focused in a 10, 30, 60 or 90 degree angle to 
effectively distribute the light exactly where it is required whilst keeping glare and 
stray light to a minimum. 

Minimum energy saving of 65% 

Zero maintenance costs

Osram LED, Osram drivers 

Instant start-up

Powder coated finish

Manufactured in the UK

5 Year Warranty with insurance backed option 

Simple installation

Environmentally friendly

Full BS EN European safety approval

LED HIGH BAY RANGE 
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100 - 300w
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LED High Bay Range 

A proven replacement for Metal Halide/ SON fittings for mounting heights over 8 meters 
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SPECIFICATION

Part Number

Uses

Light Source

LED Driver

Lumen Output

Beam Angle

CRI

Approvals

Dimming

Dimensions

Weight

Installation Temp Range 

IP Rating

Maintenance Requirements

Extra Options

Standard 60˚ - 81025 100w, 81049 150w, 81505 200w

Storage warehouse, high bay warehouse 

Osram Oslon Square LED, Ledil HB Optics 

Osram OTE / OTI (depending on model)

118 lumens per watt	

10, 30, 60, 90 degree

>85

BS EN60598, BS EN61347, BS EN55015, LIA Verified

Yes

610mm x 310mm x 200mm

11kg

-20 to +50 degrees Celcius (OSRAM OTI Range) 

IP20 (IP65 versions available)

None

LED HIGH BAY RANGE

Perspex / Polycarbonate diffusers
3hr Emergency battery back up
PIR/ Daylight dimming sensors
Custom cable lengths and mounting options 
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